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PERSONAL INJURY CAUTION
Appropriate service methods and proper repair procedures are essential
for the safe, reliable operation of all motor vehicles, as well as for the per-
sonal safety of the person doing the repair. There are many variations in
procedures, techniques, tools and parts for servicing vehicles, as well as
in the skills of the people doing the work. This manual cannot possibly
anticipate all such variations and provide advice or precautions for each.
Anyone who deviates from the instructions provided in this manual must
ensure their own safety and preserve the safety and integrity of the ve-
hicle. The following list contains general precautions that should always
be followed while working on a vehicle.
D Safety stands are required whenever a procedure calls for under-

body work.

D Do not smoke when you work on a vehicle.

D To prevent serious burns, do not touch any hot metal parts.

D Set the parking brake when you work on the vehicle.
D Turn the ignition switch OFF unless a procedure states otherwise.

D The engine may operate only in a well-ventilated area.

D Avoid moving parts when the engine is running.

D Safety glasses must be worn for eye protection.
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We support voluntary technician certification through the National Institute for Automotive
Service Excellence.
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FOREWORD
This manual includes procedures for maintenance, adjustment, service operations, and removal
and installation of components for the NUBIRA/LACETTI vehicle.

When reference is made in this manual to a brand name, number, or specific tool, an equivalent
product may be used in place of the recommended item.

All information, illustrations and specifications contained in this manual are based on the latest
product information available at the time of publication approval. The right is reserved to make
changes at any time without notice.

GM Daewoo Auto & Technology Co., Ltd.
Service Engineering Team
199–1 Cheong Cheon–Dong, Bupyung–Gu, Incheon, Korea
Tel: 82-32-520–2737, 5752
Fax: 82-32-520–4808
E-mail: seoghi.han@gmdat.com

sanggoo.b.lee@gmdat.com

GM Daewoo Auto & Technology Co., Ltd.
All Rights Reserved

No part of this publication may be reproduced, stored in any retrieval system or transmitted,
in any form or by any means, including but not limited to electronic, mechanical, photocopy-
ing, recording or otherwise, without the prior written permission of GM Daewoo Auto &
Technology Co., Ltd.

Printed in the Republic of Korea
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GM DAEWOO PUBLICATION COMMENT FORM
Use this form to advise us of any errors you might find in this publication. We also welcome your suggestions that might
help us improve GM Daewoo publications.

Publication that contains error:

Page number where the error appears:

Figure number where the error appears:

Vehicle application and system identification:

Describe the error found or your suggestion in detail. Please attach additional pages as necessary. Please attach a
copy of illustrations that contain errors.

From: Name

Address Country

Signature Date Phone

Mail To: GM Daewoo Auto & Technology Co., Ltd.
Service Engineering Team
199-1 Cheong Cheon–Dong, Bupyung–Gu,
Incheon, Korea

E–Mail : Seoghi.han@gmdat.com (S.H.Han) or Sanggoo.b.lee@gmdat.com (S.G.Lee)



SECTION : 9F

AUDIO SYSTEMS
CAUTION : Disconnect the negative battery cable before removing or installing any electrical unit or when a tool
or equipment could easily come in contact with exposed electrical terminals. Disconnecting this cable will help
prevent personal injury and damage to the vehicle. The ignition must also be in LOCK unless otherwise noted.
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AUDIO SYSTEMS  9F – 3

DAEWOO V–121 BL4

DIAGNOSIS

STEREO CASSETTE AM/FM RADIO

CD Player Inoperative, AM/FM Functions OK

Step Action Value(s) Yes No

1 Using a good–quality CD, determine if the CD player
performs poorly or is inoperative.
Does the CD player function correctly?

– Go to Step 2 Go to Step 3

2 Inform the customer that the problem is with the CD,
not the CD player.
Has the customer been informed?

– System OK –

3 Check the CD player for obstructions behind the
tape door.
Is an obstruction found?

– Go to Step 4 Go to Step 6

4 Check to see if the obstruction can be removed.
Can the obstruction be removed?

– Go to Step 5 Go to Step 6

5 Remove the obstruction.
Is the repair complete?

– System OK –

6 Replace the CD player.
Is the repair complete?

– System OK –

AM/FM Cassette Radio Inoperative

Step Action Value(s) Yes No

1 Check fuses F23 and F17.
Are fuses F23 and F17 blown?

– Go to Step 2 Go to Step 3

2 1. Check for a short circuit and repair it, if neces-
sary.

2. Replace the blown fuses.
Is the repair complete?

– System OK –

3 1. Use a voltmeter to test for battery voltage at
fuse F23.

2. Turn the ignition ON and test for battery volt-
age at fuse F17.

Does the battery voltagematch the specified value at
fuses F23 and F17?

11–14 v Go to Step 5 Go to Step 4

4 Repair the power supply circuit to the fuses.
Is the repair complete?

– System OK –

5 1. Remove the cassette radio.
2. Turn the ignition ON.
3. Use a voltmeter to test for battery voltage at

the audio system connector terminals 4 and 5.
Does the battery voltage match the specified value
at both terminals?

11–14 v Go to Step 7 Go to Step 6

6 Repair the open circuit between the audio system
connector and the fuse.
Is the repair complete?

– System OK –

7 Use an ohmmeter to test the ground circuit at the au-
dio system connector terminal 14.
Does the resistancematch the specified value?

� 0 W Go to Step 9 Go to Step 8




